AVO01V

Code: SROTAVO1V
ACCESSORIES

Manually operated

AVO01V

Electric feeding

AV02 EL

TECHNICAL DATA

AV02 EL

Code: SROTAVO2EL
ACCESSORIES

«IIIII*

Adjustable supports which
adapt to the hose diameter

AV02 EL

INCLUDED ACCESSORIES

DIMENSIONS LxWxH

43.3"x39.3"x45.4"

80.7"x80.7"x82.2"

OIL (NOT INCLUDED)

6 Lt. (1.5 US gal)

AVO1V AVO02 EL AVO1V AV02 EL
MAX LOADING 530 Lbs 1102 Lbs MECHANICAL BRAKE WITH LOCKING HANDWHEEL |
HOSE 2"1/2 ADJUSTABLE HOSE LOCKER | ]
HOSE HOLDER @ 41.7" Zals MANUAL ROTATION OPTION DISCONNECTING THE MOTOR |
STANDARD VOLTAGE Any 60HZ 3PH LOWER SLIDING HOSE ROLLERS |
MOTOR POWER 4 Kw (5 Hp) COIL ANTI-DROP SYSTEM |
ROTATION SPEED (rpm) 0-50 MANUAL ADJUSTMENT OF THE COIL CENTERING PINS |
CONTINUOUS MOTORISED
ADJUSTMENT OF THE HOSE 0°-90° ELECTRIC TILT REGULATION |
SUPPORT ANGLE
OPTIONAL

0 -90° ANGULAR 5.5 sec
INCLINATION OF SPEED : :

REEL CENTERING DEVICE | ]
WEIGHT WITHOUT OIL 317 Lbs 1091 Lbs

Product specifications could be modified without prior notice.






