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Product specifications could be modified without prior notice.*depend on the kind of hose

TF IH10
Code: TAGLTFIH10

CUTTING

TF4/E
Code: TAGLTF4D/E

CUTTING 

TF5 ECO
Code: TAGLTF5DECO

CUTTING

Safety protections Suction connection Ideal for your workshop Recessed blade 
for a greater safety 

Toothed blade Manually operatedDiamond blade Band saw blade

TF ECO
TF4/E

TF5 ECO
TF4/E

TF5 ECO
TF4/E

TF5 ECO TF4/E
TF IH10

TF4/E TF IH10

MAIN FEATURES

IDEAL FOR
INDUSTRIAL HOSES 

ACCESSORIES
TF5 ECO TF4/E TF IH10

STROKE COUNTER ■ - -

MEASURING HOSE HOLDER ■ - -

CENTERING DEVICE 
+ METER COUNTER (MAX 2”) ■ ■ -

FUME EXTRACTOR ■ - -

BLOWING KIT ■ - -

ELECTRIC PEDAL included - -

TECHNICAL DATA 
TF5 ECO TF4/E TF IH10

6 SPIRALS 2’’ 1/2 2’’ -

4 SPIRALS 3” - -

2 BRAIDS 3” - -

INDUSTRIAL HOSE 4” 4”* 10”

MAX Ø (OD) 6.2" 5.1''  11”

REVOLUTIONS/MINUTE 2900 2900 -

BAND SAW SPEED - - 1,496 – 3,031 in/min

PNEUMATIC INPUT MAX 7 Bar (100 Psi) - -

BLADE Ø 520 mm (20.4'') Diamond Blade 
Ø 400 mm (15.7'') 126”x 1.06”x0.04”

STANDARD VOLTAGE Any 60HZ 3PH Any 60HZ 3PH Any 60HZ 1PH

DIMENSIONS LxWxH 43.3"x40.5"x52.4" 45.2''x26''x26.3'' 78.7”x35.4”x39.4”

WEIGHT 1105 Lbs 187 Lbs  595 Lbs

MOTOR POWER 7.5 Kw (10 Hp) - A= 13.35 4 Kw (5.5 Hp) 0.9 Kw (1.22 Hp) - 1.6 Kw 
(2.18 Hp)


